PRORACUN HORIZONTALNE RASVIJETLJENOSTI

REKONSTRUKCIJA JR CARDUCCI

ULAZNI PODACI

RASPORED SVJETI

DUZ.RASTERA 17.0 M

SIR.RASTERA 5.5 M

LJAKA

REZULTATI PRORACUNA

HORIZONTALNA RASVJETLJENOST /LX/
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SVJETILJKE U PRORACUNU
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N X-KOORD Y-KOORD H KUT Y DELTA TIP Fl IZVOR SVJETLOSTI
1 -18.00 -2.50 4.00 .00 .00 S11 11.6 NaVt 2x70W
2 .00 -2.50 4.00 .00 .00 S11 11.6 NaVt 2x70W
3 17.00 -2.50 4.00 .00 .00 S11 11.6 NaVt 2x70W
4 33.00 -2.50 4.00 .00 .00 St 11.6 NaVt 2x70W
5 51.00 -2.50 4.00 .00 .00 St 11.6 NaVt 2x70W
6 -14.00 8.00 4.00 .00 .00 St 11.6 NaVt 2x70W
7 -2.00 8.00 4.00 .00 .00 St 11.6 NaVt 2x70W
8 11.00 8.00 4.00 .00 .00 S11 11.6 NaVt 2x70W
9 23.00 8.00 4.00 .00 .00 S11 11.6 NaVt 2x70W
10 40.00 8.00 4.00 .00 .00 S11 11.6 NaVt 2x70W
11 52.00 8.00 4.00 .00 .00 S11 11.6 NaVt 2x70W

POPIS TIPOVA SVJETILJKI

TIP: S11

OPIS TIPA: Rovinjski ribarski feral-optika kao KN 163, KN 133



